REMOVE ALL GALV.
RUNS OR BEADS IN
WASHER AREA IF

GALV. OPTION IS USED

H.S.BOLT WITH HEX HEAD,
HEX NUT & 3 WASHERS WITH
EACH BOLT. SEE TABLE FOR

BOLT DIAMETER AND TORQUE.

SEE BOLTING PROCEDURE.

STUB POST

/SK}N POST

POST LENGTH

SEE STIFFENER
PLATE DETAIL

SLOTTED HOLES
IN ALL BASE PL'S.

STUB PROJECTION
o (SEE TABLE)

TOP OF FOUNDATION

(SEE FOUNDATION DETAIL)

SIGN POST AND STUB POST ELEVATION

’7PLATE THICKNESS = Tq

FINISHED GRADE

STUB POST LENGTH (SEE TABLE)

CONCRETE SHAFT LENGTH (SEE TABLE)

*4 HOOPS e 1'-0" SPATSECTION

SEE TABLE
\

I'-Q" MIN. LAP

STUB POST

DESIGN DATA

WIND PRESSURE = 75 M.P.H.
WIND COMPONENTS - NORMAL = 1.0 TRANSVERSE = 0.0

ICE LOAD = 3 P.S.F.
GROUP _LOADS PERCENT OF ALLOWABLE STRESS
1. DEAD 100
2. DEAD & WIND 140
3.DEAD, ICE & /> WIND A 140 A25 P.S.F. MIN.

ALLOWABLE SOIL PRESSURE = 1/5T/SQ.FT.

WIND LOAD WAS APPLIED TO THE AREA OF THE SIGN AND
TO THE SUPPORTING MEMBERS.

ICE LOAD WAS APPLIED TO ONE FACE OF THE SIGN AND
AROUND THE SURFACE OF THE SUPPORTING MEMBERS.

GENERAL NOTES

DRAWINGS SHALL NOT BE SCALED.

DESIGN CONFORMS WITH A.A.S.H.T.0. SPECIFICATIONS 1985.
ALL POST,POST STUBS & ATTACHMENTS SHALL BE A.S.T.M.
A709 GRADE 50, EXCEPT WHERE CONTRACT REQUIRES

A709 GRADE 50W.

IF A709 GRADE 50 MATERIALS ARE USED, THE POST, BASE
PLATES, UPPER SIX INCHES OF STUB POST, FLANGE SPLICE
PLATE AND FUSE PLATE SHALL BE GALVANIZED AFTER
FABRICATION.

B H.S. BOLTS, WASHERS & NUTS SHALL BE A325 TYPE 3 NOT
-—8-%3 VERTICAL BARS GALVANIZED WHEN CONTRACT REQUIRES ATO9 GRADE 5OW
c B, ‘ POSTS, POST STUBS, AND ATTACHMENTS.
-
12 L
i‘m\ L ‘ \ © —— "4 HOOPS @ 1-0" SPA. H.S. BOLTS, WASHERS, & NUTS SHALL BE A325 GALVANIZED
— . WHEN POSTS, POST STUBS AND ATTACHMENTS ARE A709
w |
¢ N 1 {:l \ DRILLED SHAFT GRADE 50 AND GALVANIZED.
FTIG.T + Y% |/ o= B ‘ ‘
! i 2 - J
et % Vo == === FOUNDATION DETAIL
-
D Y | T 7 BOLTING PROCEDURE - BASE CONNECTION
w (I ‘ M 1. ASSEMBLE SIGN POST TO STUB POST WITH BOLTS AND ONE
\ \ - OF THE FLAT WASHERS ON EACH BOLT BETWEEN PLATES.
N STUB POST . ]
FLG. TV SIGN POST 2% 5 2. SHM AS REQD. TO PLUMB POST.
S|= ol
SECTION A-A SECTION B-B 55 ‘ 2 e 3. TIGHTEN ALL BOLTS THE MAXIMUM POSSIBLE WITH 12
_— - vla OR 15" WRENCH TO BED WASHERS & SHIMS AND TO CLEAN
BOLT THREADS, THEN LOOSEN EACH BOLT IN TURN AND
vy 6 RETIGHTEN IN A SYSTEMATIC ORDER TO THE PRESCRIBED
A ~
P Z g ‘ — TORQUE. (SEE TABLE)
Sk
| &= | 4. BURR THREADS AT JUNCTION WITH NUT USING A CENTER
- wu | PUNCH TO PREVENT NUT LOOSENING.
B wiwn
7 &V | NOTE:
=z
” -—-—1 zZE TIGHTEN THE HIGH STRENGTH BOLTS TO THE TORQUE SHOWN.
o ES . © 2 SHAFT PLACEMENT DO NOT OVER TIGHTEN.
N 1 - -
1 FURNISH 2 @ .012" + THICK AND 2
.032" + THICK SHIMS PER POST. SHIMS
SHALL BE FABRICATED FROM BRASS —
CHAMFER TO SHIM STOCK OR STRIP CONFORMING
CLEAR WELD TO A.S.T.M. - B36.
s POST POST
Wa" o HOLE e SHIM_DETAIL
N
FOR HANDLINO A | IYE STIFFENER PLATE DETAIL
] (SEE TABLE FOR DIMENSIONS) SLOTS IN POST AND STUB
‘ POST TO LINE UP.
|
‘ POST POST
‘ N QUANTITIES FOR I FOOTING
5 CONC. H. S. REINF.
‘ z MASONRY C.Y. STEEL LBS.
‘ - A 0.6 34 [TRAFFIC] ———
—
| § B 0.8 49 POST ON THE RIGHT POST ON THE LEFT
| c 0.9 50 e —
| el oo 0 POST SLOT ORIENTATION
: E 1.0 62
BASE CONNECTION DATA TABLE FOUNDATION DATA
| DIMENSION | BOLT SIZE | A ¢l o e | n| Taf w| RIS |stus | S8 1 SHAFT | SHAFT K
= TYPE | bosT siZE & TORQUE | (N.| (NJ | (N[ (N | aNo | OND | NG| OND | (N | (INL) | LENGTH o DIAMETER | LENGTH | | (LB. BREAK AWAY SICGN
T = TYPE | #3-VERTICAL #4-HOOPS A WIO X 12 Yoo @ 75 |5V | 1-0%"] % | 3 W | v [ Uer| e [T | 2% 36 3 2-0"¢ | 5-0" 76.0 SUPPORT DETAIL
' e A 8 e 4'-5" 5 e 6-3" B Wi2 X 16 A g5 AREYAER 3, 1 Vel Ve | %6 |5 | 3" 5 g 3 20" ¢ 70" 146.5
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‘ = LB 8 @ 6-5" 7e6-3" c W12 X 19 %9 @ 85 |sp|r-at| 1 | 3Vl | e e Y [ | 3 6'-0" 3 2-0"¢ | T-6" 182.1
\ g G 5 e B o 63 5 W2 X 22 T e85 (s | v 1361 |16l % | % % [ | o6 > 2o e | 50" 0.5 STATE OF WISCONSIN
= = P m ; T T p T3 " o p o e DEPARTMENT OF TRANSPORTATION
\L v © D 8 @ 7'-5 8 @ 6'-3 E Wi2 X 26 "¢ @ 90'% 7 -4 | /"] 4 Vo | V6" %" | Ye | | 3 7'-0 3 2'-0" ¢ 8'-6 293.0 STRUCTURES DEVELOPMENT SECTION
£ 8 e 71" 9 e 6-3"
| DATE:
POST DETAIL STRUCTURAL CARBON STEEL PAY WTS. (1POST )= K+ (POST LENGTH X POST WT.) APPROVED:
D ———————— "K" INCLUDES STUB, BASE PLATES, STIFFS., BOLTS, AND WASHERS. : 1799
STANDARD 39.1



